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Length 
Transport 17.13 m (56’ 2”) 
 Working 25.8 m (84' 7”)  

	 Width 
	 Transport 2.95 m (9’ 8”) 
	  Working 2.95 m (9‘ 8”) 
	
		  Height  
		  Transport 3.65 m (12‘ 1“)
		   (Tracked)		   
		   Working 10.7 m (35’ 3”)  

		  	 Weight  
			   Tipping grid 25,000 kgs (55,115 lbs) Est
			    (Tracked with hopper) 

				    CONVEYOR SPECIFICATIONS:  
				     Length	 23.0 m (75‘ 8“)
				      Width	 1.38 m (4‘ - 6“)
					   
				          Belt : Plain 1050 EP500/3 Ply

					     Stockpile Height : 10.7m (35‘ 3“)
					   
					         Feeder Capacity :  9.2 m³ (12 yd3)

					             Engine : CAT C4.4 engine (Tier III), 
					              100 HP with shutdown 
					                 protection

						         Maximum Angle : 25 º

						          Safety Features :
						          
						              * External Belt Alignment Point
						                 * Engine Safety Shutdown 
						                    Systems
						                    * Ultrasonic height sensors for
							       support legs prevents machine
							        from starting in a dangerous
							         position		
						                          * Full Safety Guarding for Nip		
						                             points
						                             * CE Compliant

tfc-80

2A Washingbay Road, Coalisland, 
Co Tyrone, Northern Ireland, BT714ND

Office: +44 (0) 288 774 8873
Email: info@maximusscreening.com

www.maximusscreening.com
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The TFC-80 is the largest 360 º radial 
conveyor on the market.  With an 80 ft 
stockpile conveyor and a 9.2 m3 feeder, the
TFC-80 is the number one choice for
the serious aggregate producer.

The TFC-80 can work at any angle from 0-360º.  This
improves ease of use and efficiency as it enables the 
user to adjust the positioning and alignment of the machine
without interrupting production.

The Maximus TFC-80 has a 100HP CAT C4.4 (Tier III) engine, with 
engine shutdown protection and is fitted with ultrasonic height
sensors for support legs which prevents the machine from 
starting up in a dangerous position.

Like all Maximus equipment, the TFC-80 is designed to handle
a wide variety of material such as iron ore, aggregates, coal, 
recycling and topsoil.
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